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AN AGILE AND RELIABLE ELECTRIC  
INDOOR-OUTDOOR WHEELCHAIR

THIS PRODUCT IS 

ISO CRASH 

TESTED
MEYRA ORTOPEDIA

ADJUSTMENT OPERATION ACCESSORIES
 ● The new agile electric 
indoor-outdoor wheelchair 
impresses with sophistica-
ted features and a fresh 
design

 ● Standard client weight of 
160 kg meets XL specifi-
cations

 ● Outdoors: long sitting 
periods are made easier 
through good rear wheel 
springs 

 ● Indoors: compact drive 
with integrated anti-tilt 
wheels makes for ease of 
use in tight spaces

 ● Seat width from 38 - 65 
cm by means of simple 
telescoping seat plate and 
side guards

 ● Adjustable seat depth of 
40 - 56 cm in six stages

 ● Various seat systems to 
meet individual needs

 ● Contoured ErgoSeat seat 
system in various dimen-
sions

 ● Electrical 60° back angle 
adjustment for user 
comfort

 ● Electrical 28° seat angle 
adjustment for effective 
pressure relief

 ● MySeat seat system

 ● Luggage rack

 ● Crutch/cane holder

 ● Safety belt with buckle

 ● Odometer

 ● Operating hours counter

 ● Rear view mirror

 ● Pelvic belt

 ● Kerb climber

 ● tested VR2 and R-Net 
technology for unsur-
passed performance and 
versatility

 ● 5 speeds

 ● Compact dimensions and 
suspension are standard 
and make for safe travel-
ling

THE COMPACT AND INTELLIGENT START 
iCHAIR MC1  1.610

FIELDS OF 
APPLICATION
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TECHNICAL DATA

Service friendly!
A sliding battery box makes 
servicing the batteries easy

Innovative electronics
Powerful and versatile stee-
ring VR2 standard, optional 
R-Net

Back rest angle adjustment  
Manual adjustability from -10° 
to +30° as standard feature
Electrically adjustable from 

-10° to +50°

Seating comfort 
Contoured ErgoSeat seating 
system in various dimensions 
and fabrics (optional)

Seat angle 
Manual adjustability from 0° 
to 10° as standard feature; 
optional stepless electrical 
adjustability from -2° to 
+26° 

Lighting unit 
Long-life LED 
lights, collision 
protection due to flexible 
attachment

POSITIONING FOR EFFECTIVE PRESSURE RELIEF

Further information can be found under www.meyra-ortopedia.de 

Seat width in cm 1) 38 - 65

Seat depth in cm 2) 40-56/40-56/48-53

Back rest height in cm 2) 40-45 / 53-57/64

Shank lenght in cm 2) 28-43/35-50/35-50

Arm support height in cm 2) 24-35/17-28/11-22

Front seat height in cm 2) 44-50/51-57/59-65

Length with footrests in mm 1130

Length without footrests in mm 830

Width ready to go in mm 3) 590 - 630

Height without headrest in mm 3) 930 - 1130

Transport dim. length in mm 830

 Transport dim. height min. in mm 560

Front wheel size in mm 260 x 70 (10")

Front wheel size in mm 230 x 70 (9")

Front wheel size in mm 200 x 50 (8")

Rear wheel size in mm 356 x 75 (14")

Rear wheel size in mm 320 x 60 (12,5")

Max. obstacle height in mm 7) 600 

Turning radius in mm 840

Weights in kg

Empty transport weight min. 4) 100 

Client weight max. 120

Permitted overall weight 280

Additional loading max. 10

Performance

Driving speeds km/h 6

Motor performance W 2 x 220

Driving range max. 5) 6) 40

Permitted gradient 11 %

Type of steering indirect

Electric tilt-in-space 8) -2  +26°

Mechanical tilt-in-space 0° - +10°

Back angle electric -10° - +50°

Back angle mechanical  -10° - +30°

•   Dimensions in cm / mm (inch 1:2,54)   •   Weights in kg (pd 1:0,45)   •   Speed in kmh (mph 1:1,61)   •   Tolerance ± 1,5 cm / 0,59 inch   •   The specifications are subject to constructional changes.
1) See category seat width 01   2) Seat systems belt / ERGOSEAT / RECARO; BASIC   3) Seat systems belt / ERGOSEAT   4) Without legrests and armrests   4) Without legrests and without armrests
5) Under test conditions 6 km/h with battery 73 Ah (20h)   6) See category chassis/motorisation 00   7) 120 mm incl. stair climber   8) The adjustment range can vary by max +/-3°




